
  

APEX XPP 5422 GM TORCH AND PILES
https://www.securhit.com/en/eclairage-atex/223-torche-atex-xpp-5422-gm-a-piles.html Dual-light flashlight

  

Description
This 3 AA Dual-Light Flashlight is ETLus and MSHA listed Intrinsically Safe Permissible. It uses an LED rated
at 160 lumens that work in conjunction with a high-efficiency deep parabolic reflector to create a usable
flashlight beam rated at 170 meters. A 130 lumens unfocused floodlight is integrated into the housing
which is perfect for close-up illumination.
Additionally, both the flashlight and the floodlight can be turned on at the same time for maximum
versatility at 260 lumens. The dual body switches provide momentary or constant-on functionality for the
flashlight and on/off functionality for the floodlight. Additionally, the integrated magnets located in the
base of the non-slip handle and the pocket clip, provide for almost limitless hands-free usage. Power
comes from 3 AA (not included).
The torch is IP-67 (dust and water resistant), has a engineered polymer housing and is impact and
chemical resistant.
High Candela: 7,250
Drop Rating: 2 m
High Runtime: 19 hours
High Dual-Light Runtime: 4.5 hours

Package Contents: Light & Removable Lanyard

Caractéristiques
- Weight : 196 g
- Length : 178 mm
- Head diameter : 46 mm
- Handle diameter : 28 x 38 mm
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