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GENERATING SET HX 3000 C5

https://www.securhit.com/en/power-supply/299-groupe-electrogene-hx-3000-c5.html

HX 3000 C5 Generator - 2.7 kW - Professional Honda Engine

Description

The HX 3000 C5 generator is a reliable, autonomous power supply solution designed for professional
applications and demanding operational environments. Robust, compact and high-performing, it delivers a
maximum output of 2.7 kW at 230 V single-phase, making it suitable for powering a wide range of
electrical equipment on site or in mobile applications.

Equipped with a professional Honda engine, the HX 3000 C5 is designed to provide reliability and
durability for professional use. Its petrol engine and compact design make it easy to deploy across
different intervention, maintenance and work sites.

Weighing just 41 kg and measuring 59 x 46 x 43 cm, this generator offers an excellent balance between
power, compact size and mobility. It is a practical solution when mains power is unavailable or when an
autonomous power source is required.

The HX 3000 C5 also complies with the European Stage V emissions requirements under EU Regulation
2016/1628, relating to emissions from non-road mobile machinery engines. The generator is backed by a
3-year warranty, providing added peace of mind for professional use.

Technical Specifications

- Model: HX 3000 C5

- Type: Petrol generator

- Engine: Professional Honda engine

- Fuel: Petrol

- Maximum output: 2.7 kW

- Rated voltage: 230V

- Phases: Single-phase

- Runtime at 75% load: 2.4 hours

- Guaranteed sound power level (LwA): 95 dB(A)
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- Dimensions (L x W x H): 59 x 46 x 43 cm

- Weight: 41 kg

- Emissions standard: Stage V [J EU Regulation 2016/1628
- Warranty: 3 years

Key Features

- Professional Honda engine designed for reliability

- 2.7 KW maximum output for powering electrical equipment

- 230 V single-phase output

- Robust design for professional applications

- Compact format for easy transport and deployment on site

- 41 kg weight for a good balance between mobility and power
- 2.4-hour runtime at 75% load

- Compliant with Stage V European emissions requirements

- 3-year warranty

- Suitable for autonomous power supply, emergency response, maintenance and on-site operations

Caractéristiques

- Dimensions : 59 x 46 x 43 cm
- Weight : 41 kg
-Tank:3.1L
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