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2-WAY SPLIT WITH HANDWHEEL VALVE

https://www.securhit.com/en/valve-fittings/406-236-division-2-sorties-a-
volant.html#/250-modeles_dv0744-dsp 65 2 x dsp 40

2-Way Firefighting Division with Handwheel PN16 [] Fire Water Splitter

Description

The 2-way firefighting division with handwheel is a fire protection network component designed to split a
pressurised water supply into two independent discharge lines. It is commonly used in fire suppression
systems to feed multiple hoses or equipment simultaneously while maintaining stable flow distribution. Its
progressive-opening handwheel-operated valves ensure smooth operation, reducing pressure surges and
minimizing the risk of water hammer within the fire network. Manufactured from thermally treated die-cast
primary aluminium alloy, this unit offers an excellent balance of strength, durability, and lightweight
handling for demanding operational environments. The red polyester coating provides enhanced corrosion
resistance and long-term protection in harsh conditions.

Integrated carrying handles and ground stabilizing feet ensure safe positioning and easy deployment on
fire suppression systems.

Technical specifications

- Type: 2-way firefighting division

- Function: Water flow distribution in pressurised fire protection systems

- Rated pressure: PN16

- Valve type: Plug valve (clapet type)

- Control: Handwheel operation

- Opening/closing: Progressive

- Body material: Thermally treated primary aluminium alloy

- Body type: Cast housing

- Surface treatment: Red polyester powder coating (anti-corrosion)

- Features: Integrated carrying handles, stabilizing feet - Connections: DSP couplings

- Applications: Firefighting networks, hose line distribution, fixed and mobile fire protection systems
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Caractéristiques

- Material : Alliage d'aluminium
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