
  

PETZL AXIS 11MM 1T WHITE ROPE
https://www.securhit.com/en/ropes-and-cords/690-1031-corde-petzl-axis-11mm-1t-
blanc.html#/947-longueur_r074ba-10_m 

Semi-static PETZL AXIS 11MM 1T BLANC rope with sewn termination, for use with an ASAP LOCK mobile
fall arrester and an ASAP'SORBER or ASAP'SORBER AXESS energy absorber.

  

Description

Protecting workers when working at height is a necessity. PETZL's AXIS 11MM 1T BLANC semi-static rope
helps ensure safety during work. Coupled with an ASAP LOCK mobile fall arrester and an ASAP'SORBER or
ASAP'SORBER AXESS energy absorber, it perfectly meets the requirements of standard EN 353-2.

- Easy handling thanks to standard diameter
- Solid design with polyamide core, polyester sheath and special braiding
- EverFlex technology for long-lasting maneuverability
- Plastic sheath with individual identification markings

PETZL's AXIS 11MM 1T BLANC semi-static rope comes in 6 standard lengths: 10, 20, 30, 40, 50 and 60 m.
If required, the rope can be customized to the length required, or with a sewn termination at the other
end.

Strength with sewn termination: 22 kN
Impact force (factor 0.3): 5.2 kN
Number of falls factor 1: 12
Construction: 32 spindles
Sheath percentage: 41
Static elongation: 3%.
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- Diameter : 11 mm
- Materials : polyester, polyamide
- Certifications : CE EN 1891 type A, UKCA, EAC, NFPA 2500 Technical Use, XF 494
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