
  

BARRYVOX AVALANCHE TRANSCEIVER
https://www.securhit.com/en/neige-et-avalanche/75-dva-barryvox.html Barryvox digital avalanche
transceiver with wide search band

  

Description
With its simple and intuitive interface combined with a search band width and a range of 70 meters, this
digital device with 3 antennas is straightforward and features ultra-simple operation and clear instructions.
With its one-touch operation and clear display, it is very easy to use and allows for fast and accurate
locating, signal analysis, listing of buried persons and the tagging function to quickly and accurately locate
multiple buried persons.
Overview of victims, with indication of distance, direction and number of victims as well as misdirection
and location of found victims.
Expandable software platform, particularly easy updates, configuration and testing via wireless
connection.
Alkaline battery operation (LR03/AAA) for an average of 300 hrs in SEND mode, and at least 250 hrs in
SEARCH mode.
Guaranteed for 2 years, CE certified and compliant with Directives 2014/53/EU and 2011/65/EU.

Caractéristiques
- Dimensions : 115 x 67 x 27 mm
- Weight : 210g
- Frequency : 457 kHz
- Search bandwidth : 70 m

Powered by TCPDF (www.tcpdf.org)

Securhit Group - 360 rue de la Curiaz - 73290 La Motte-Servolex - France
For more assistance, contact Support:

Tel: 04 79 68 96 64

 1 / 1

https://www.securhit.com/en/neige-et-avalanche/75-dva-barryvox.html
http://www.tcpdf.org

