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POLYAMIDE ROPE 25 M
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25 m Polyamide Control Line with Carabiners - 8 mm High Strength Rope

Description

The 25-metre polyamide control line is a high-strength technical rope designed for lifting, hauling, and
guiding applications in operational and safety environments. Manufactured from high-tenacity polyamide,
it offers excellent mechanical strength and reliable performance under intensive use. Its 3-strand
construction ensures good load resistance and long service life. The rope ends are spliced onto metal
thimbles, fitted with swivels and Simplex-type snap hooks, providing secure connections and easy
handling in the field. This control line is also available in different materials (fire-retardant Préox, hemp, or
sisal) and with various hook types (steel or alloy screw-lock carabiners), allowing adaptation to different
operational requirements.

Made in France and compliant with CE EN 696, it meets professional standards for safety and quality.

Technical specifications
- Type: Control line / rope with carabiners
- Material: High-tenacity polyamide
- Construction: 3-strand rope
- Length: 25 m
- Diameter: 8 mm
- Breaking strength: 1330 daN
- Density: 1.14
- Melting point: 230°C
- Ends: Spliced with metal thimbles
- Fittings: Swivels + Simplex snap hooks
- Options: Fire-retardant Préox, hemp, sisal
- Hook options: Steel or alloy screw-lock carabiners
- Manufacturing: Made in France
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- Standard: CE EN 696

Caractéristiques

- Length : 25 m
- Diameter : 8 mm
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