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CAMP LOST ARROW hard steel piton

  

Description

LOST ARROW universal pin in highly resistant NiCrMo steel.

Tapered and flat-tipped, it adapts to any type of crack.

Its non-deformable Nickel Chrome Molybdenum steel structure is ideal for hard rock such as granite.

Models available:
- LOST ARROW N.1: Weight 84g / Overall length 85 mm / Blade length 45 mm / Thickness 5 mm
- LOST ARROW N.2: Weight 94g / Overall length 90 mm / Blade length 55 mm / Thickness 7 mm
- LOST ARROW N.3: Weight 105g / Overall length 100 mm / Blade length 60 mm / Thickness 8 mm
- LOST ARROW N.4: Weight 110g / Overall length 110 mm / Blade length 70 mm / Thickness 10 mm - LOST
ARROW N.5 : Weight 95g / Overall length 117mm / Blade length 80 mm / Thickness 5.5 mm
- LOST ARROW N.6: Weight 102g / Overall length 125mm / Blade length 85 mm / Thickness 7 mm
- LOST ARROW N.7: Weight 114g / Overall length 130mm / Blade length 90 mm / Thickness 9 mm
- LOST ARROW N.8 : Weight 110g / Overall length 155mm / Blade length 115 mm / Thickness 7.5 mm

Caractéristiques
- Normes : CE EN 569
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